
These instructions will assist you in deploying your new Wireless Access Point from KiN. 

Please start by unpacking the package, you should have the hardware pictured below: 

Access Point 

Access Point Mount 

POE Injector 

POE Injector Mount 

(will be attached to the back of the POE unit) 

Power Cord 

You should also have 2 white networking cables and a card which documents your new wifi credentials.  

Start by setting up the power source please plug the power cable into the POE Injector: 

The 2 white networking cables need to be plugged into the POE Injector 

on the opposite side of the power cable. Note how the 2 ports are labeled 

on the POE Injector, it is critical that the proper devices by plugged into 

the proper ports. The port labeled POE needs to have the new Access 

Point plugged into it. The port labeled LAN need to be plugged into your 

KiN router. 

POE LAN 



On the bottom of the KiN router you will see 4 yellow networking ports. 

Please plug the network cable from the LAN port of the POE Injector to 

any of these yellow ports. 

Plug the white network cable from the POE port of the POE Injector 

to the port labeled Ethernet on the bottom of the Access Point 

Please connect the mount to the Access Point. Place it as the picture 

to the right shows then turn it to the right, the mount will click into 

place. 



Now that everything is plugged your deployment should be in the configuration pictured below: 

Now you should be ready to plug the POE Injector’s power cord into a power outlet. Once power is intro-

duced you should have green lights on both the POE Injector and the Access Point. If not please ensure 

that all the cables are firmly seated and in the correct ports. Once the Access Point is powered up please go 

ahead and start connecting your devices. Your new unique wifi credentials will be on the provided card. 

Please note that there are 2 available wifi networks now; TP-Link_2.4GHz_XXXXXX and TP-

Link_5GHz_XXXXXX. KiN recommends that you use the 5GHz network when available as it will provide 

higher speeds, the 2.4GHz is more prone to interference but reaches further. Please be aware that not all 

devices support 5GHz wifi, these will only see the 2.4GHz wifi.  

Once your devices are connected please disable the wifi on your KiN router as it is no longer required. On 

the right side of your KiN router there is a button, see image to the right. Hold this button down until all 

the lights flash on face of the router, once these lights flash release the button. The wifi light on your KiN 

router (bottom most light) should turn off within 30 seconds of releasing the button. Congratulation you 

have now upgraded your wifi.  

Should you require any assistance with this process please call our technical support: 250-353-1546 


